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Versatility —a



Deck-Drive™ DCU COMPOSITE Screw e

for all types of composite decking

The Deck-Drive™ DCU COMPOSITE screw from Simpson Strong-Tie is designed to work in all types of decking

(composite and encapsulated composite) without sacrificing performance. The DCU COMPOSITE screw

provides a cleaner, less noticeable installed appearance due to the special head design and is available in 11

colors, matched to blend with most composite deck products. These screws are offered in bulk and collated

for the Quik Drive® auto-feed screw driving system.

Features:

—®T-20 6-lobe recess reduces cam-out

—® Inverted upper threads
clear excess material to
ensure the screw is seated
properly and consistently

—o Quik Guard® coating
enables the screw to be
used with many preservative-
treated wood substrates”

Cap-head prevents
mushrooming and material
from rising up above the
deck for a smoother, clean-
looking installation

Tri-lobe thread design
reduces damage to the
composite board while

Double-Cut point penetrates
composite-decking with ease
for faster starts

LLALANY

“Quik Guard coating recognizedfor use in ACQ treated wood (See strongtie.com/info for more information).
Approved fastener (by Trex®) for Trex® composite decking.
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.
Deck-Drive™ DCU COMPOSITE Screw
for all types of composite decking °

Available in 11 popular colors to blend with products from these leading
composite decking manufacturers:
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® Trex® e ChoiceDek™

e Fiberon® e | umberock®

¢ TimberTech® ¢ MoistureShield®
e EverGrain® ¢ \eranda®

e CertainTeed® e And more

Trex®; Fiberon®; TimberTech®; EverGrain®; CertainTeed®; ChoiceDek™; Lumberock®; MoistureShield®; Veranda® are trademarks of their respective companies

For specific deck board color matching information; go to strongtie.com/dcu.

Bulk (coming soon)

Deck Pack (350ct)
#10 29" Brown 01 DCU234BR01R350
#10 2% Red 01 DCU234RD01R350
#10 29" Tan 01 DCU234TNO1R350
#10 2% Gray 01 DCU234GR01R350
#10 29" Tan 02 DCU234TNO2R350
#10 2% Tan 03 DCU234TNO3R350
#10 29" Gray 04 DCU234GR04R350
#10 2% Red DCU234RDR350
#10 29" Tan DCU234TNR350
#10 2% Gray DCU234GRR350
#10 29" Brown 05 DCU234BR05R350

Collated for the Quik Drive® PRO300S
Decking System

#10 29" Brown 01
#10 2%" Red 01
#10 2%" Tan 01
#10 2%" Gray 01
#10 2%" Tan 02
#10 2%" Tan 03
#10 2%" Gray 04
#10 2%" Red
#10 29" Tan
#10 29" Gray

#10 2%" Brown 05

Contractor Bucket

(1750ct)

DCU234BRO1MB
DCU234RD01MB
DCU234TNO1MB
DCU234GRO1MB
DCU234TNO2MB
DCU234TNO3MB
DCU234GR04MB
DCU234RDMB
DCU234TNMB
DCU234GRMB
DCU234BRO5MB

Carton (1000ct)

DCU234SBRO1
DCU234SRDO1
DCU234STNO1
DCU234SGRO1
DCU234STNO2
DCU234STNO3
DCU234SGR04
DCU234SRD
DCU234STN
DCU234SGR
DCU234SBR05

Brown 01

Gray

Gray 04
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Brown 05

Gray 01

Red

Tan

Tan 02



Save Time and Money with Faster Installation
Speeds and Consistent Performance °

The Quik Drive® PRO300S Decking System is ideal for
driving collated Deck-Drive™ DCU COMPOSITE screws.
Stand-up driving allows for improved labor-savings with
less user fatigue and better consistency.

The PRO300S Decking System Includes:

e PRO300S Decking attachment (also sold separately)

¢ Extension for stand-up driving

¢ Decking nose clip for consistent screw placement

e Quiver for keeping screws at your fingertips

* Rugged tool case

e Choice of Makita®, DeWalt®, or Milwaukee® screwdriver
motors

e |ifetime warranty
(see strongtie.com/warranty for more information)

DeWalt, Makita and Miwaukee are trademarks of their respective companies

Non-skid teeth are reversible and replaceable

| LI \\\\\\
Collated Strip of DCU Screws @) \\\
holds screws uniformly uu““\\\\\\\
U.S. Patent 7,051,875
Decking nose clip positions the screw on the deckboard
and centers it on the joist for an easy, uniform installation

System Options Model No.

DeWalt® 2500 rpm screwdriver motor PRO300SD25K
Makita® 2500 rpm screwdriver motor PRO300SM25K
Milwaukee® 2500 rpm screwdriver motor PRO300SMW25K

This flier is effective until December 31, 2016, and reflects information available as of July 1, 2014.
This information is updated periodically and should not be relied upon after December 31, 2016; 800-999-5099
contact Simpson Strong-Tie for current information and limited warranty or see www.strongtie.com. www.strongtie.com
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