














Installing Post Mounted Accent Light

installation of the Post Cover. The Post Cover and the
wood post must be prepared in advance to accommo-

. . . Routed Channeljfor
date installation of the Accent Light. (No post prepa- Accent Light Wire

@ Accent Light wire channel must be routed during the
ration is necessary for RadianceRail.) H|

X

cu}ad_Chant?elfor
A If using Ornamental Rail, prepare the wood post by ain Cable

routing a 1/2" wide by 1/2" deep wire channel up the
center of the post on the face where the Accent Light
will be mounted.

|~ Post Skirt

@ Prepare the Post Cover in the following manner:
e Cutthe Post Cover to the desired length.
e Determine the height the Accent Light will be
mounted.
¢ Mark the location of the wire hole and the
mounting screw holes using the provided
template.
e Drill a 3/8” hole for the wire and drill two 7/64”
holes for the mounting screws.

© If a Post Skirt is used, install it over the wood post
before installing the Post Cover. You will not be able
to install Post Skirt after Post Cover and Accent Light
arein p|ace‘ Drill Template

© Remove Accent Light Cover from Accent Light Back

Plate by loosening Set Screw located at bottom of
Accent Light Cover. \/

© Route the Accent Light wire through the wire hole in
the Post Cover then invert the Post Cover and allow the
wire to extend out the top end of the Post Cover.

@ Hold the Accent Light Back Plate loosely in position Accent Light
and slide the Post Cover over the wood post and into Back Plate SC)
the Post Skirt. Make sure the wire is in the routed #8x 3/4"
wire channel. Accent Light Screws [
Cover \ ﬁi
0 7

Attach the Accent Light Back Plate to the post using gy )
two #8 x 3/4” screws provided. U

© Install Lamp. Do not touch the Lamp with bare hands,
oil from skin may damage Lamp. Use a soft cloth
when handling Lamp. Re-install Accent Light Cover
and secure with Set Screw with Allen Wrench.

|
© Trim excess wire and make wiring connections. (See '
Connections section of manual). ]
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Installing Stair Riser Light

(2]

Locate and mark vertical and horizontal centerlines for
Stair Riser Light location.

Align cut-out template with the centerlines and mark
left and right center points for hole saw cuts.

Cut a 1 3/4” diameter hole at each center point using a
hole saw (hole centers will be 3"apart, 1 1/2” to center-
line). Vertical position is at the discretion of the builder
but centered on the riser would be logical.

Mark a horizontal line tangent to the top and bottom
edges of the 1 3/4” holes. Cut along the horizontal lines
to finish the cutout as shown.

Trim excess wire length and make wire connection to
main circuit wire using wire nuts provided. Check local
codes to determine if conduit is required. To connect
conduit, remove wire and grommet from conduit
knock-out, then remove knock-out in rear of housing.

Remove Stair Riser Light Cover and install Stair Riser
Light Housing into opening. Pre-drill with a 1/8" bit and
attach with two #6 x 1” flat head wood screws.

Install Lamp into socket. Do not touch the Lamp with
bare hands, oil from skin may damage Lamp. Use a soft
cloth when handling Lamp. Re-install Stair Riser Light
Cover and secure with Set Screw with Allen wrench.

Stair Riser Light
Housing

Conduit
Knock-out
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Installation Templates

Drill templates for Post Mounted Accent Light & Stair Riser Light
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CUT ALONG DOTTED LINE.

Stair Riser Light

4 Hole w/ \ Template 4 Hole w/ \
Hole Saw \ ! Hole Saw

*®

Pre-drill 1/8"
\
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Warranty Registration is Easy

* The easiest way to register a warranty is to visit www.timbertech.com and select the Warranty & Care link, then select Register Online.
* You may prefer to fill out the Warranty Card below and mail it to TimberTech, accordingly to the instructions on the card.

Remember, to ensure your product is covered by the TimberTech Warranty it must be installed properly.

TimberTech LTD disclaims any liability or responsibility for the improper installation of this product. The purchaser is solely responsible for compliance
with applicable local codes as to the deck’s intended use. TimberTech recommends all designs be reviewed by a licensed architect, engineer or
local building official before installation. TimberTech maintains a list of physical properties to assist the design professional.

Below is a chart showing which product each warranty covers. You can view warranty details online at www.timbertech.com:
* Limited 25-Year Residential Warranty / Limited 10-Year Commercial Warranty
Decking: DockSider, Floorizon, ValuPlank, Earthwood, TwinFinish, XLM
Railing: Ornamental Rail, RadianceRail, BuilderRail (excluding all metal baluster components of BuilderRail System)

Fencing: All FenceScape products
Accessories: CONCEALoc, DrySpace

e Limited 10-Year Warranty for Metal Baluster Components of BuilderRail System
e Limited 5-Year Warranty for DeckLites System

TimberTech Customer: Name: Purchase Date:

Please complete this Street Address:

warranty card and City: State/Province: Zip/Postal Code:
o Country: Phone: E-Mail:
TimberTech

894 Prairie Avenue Product Information:

Wi|mingt0n’ Ohio 45177 Where was your product purchased?
Attn: Warranty How was your product installed?
|:| Contractor Name:

[ ] self-Installed

This information will help

us better serve your needs. Warranty Registration: Check the TimberTech product that you purchased:
Please return warranty card  pecking: [ | Earthwood® Plank [ ] valuPlank™ [ ] Accessories:
within 30 days of receipt of [ Floorizon® Plank [ ] XLMe Plank
product. [ ] DockSider™ Plank [ TwinFinish® Plank
Railing: [ ] RadianceRail® [ | Ornamental Rail [ | BuilderRail® [ ] Metal Balusters
|:| DrySpace™ |:| DeckLites® |:| FenceScape®

Demographic Information: Number of residents in household:
Number of household residents in the following age groups:

[ Joaz [ Jiz8 [ Jiear [ Jo8ss [ Jaoss [ ]sse

Average household income:

® l:, Under $35,000 l:, $35,000-50,000 l:, $50,000-70,000 l:, $70,000-95,000 l:, $95,000+
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Impeccable style, unlimited design possibilities
and effortless maintenance are what make
TimberTech products such a rewarding investment.

It's not just a deck. It's TimberTech.

Visit timbertech.com or
call 1-800-307-7780 for more information.
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894 Prairie Avenue * Wilmington, OH 45177
www.timbertech.com ¢ 1-800-307-7780
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