
Features & Benefits
• •  No Spline | No Staples
•  •  Span Openings Up To 150 Sq Ft
•  •  Self Tightening | Self Stretching
•  •  Easy To Replace Damaged Screen
•  •  Reduce Call Backs
•  •  10 Year Limited Warranty
•  •  Screws Included
•  •  Install On The Inside, Outside Or
    Center Of Your Porch Post/Rail Design

INSTALLATION
•  •  Installation instructions included in shipping tube
•  •  Visit our website for more info: SCREENEZE.com/

SPECS
•  •  PVC Vinyl Cap made of window grade virgin     
    vinyl with UV inhibitor
•  •  Aluminum Base made of solid aluminum alloy
•  •  Baked on polyester paint
•  •  Color coordinated screws included
•  •  Aluminum Base: 3/4” x 3/4”, 8’ or 12’ in length
•  •  Vinyl Cap: 3/8” x 1/2”, 8’ or 12’ in length
•  •  Made in the USA
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UNOBSTRUCTED VIEWS | NO SPLINE | SELF TIGHTENING

SCREENEZE® | THE NO-SPLINE SCREEN PORCH SYSTEM
  

www.SCREENEZE.com
800.884.6697

SPAN PANELS UP TO 150 SQ FT

SPAN PANELS UP TO 150 SQ FT

http://SCREENEZE.com

